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Ovilehden irrottaminen

1. Avaa ovi

2, Kaanna kahva kiinni asentoon

3. Poista muoviohjarit oven yldreunoista
molemmilta puolilta (1 & 2).

4. Nosta ovea yl6spain ja kallista
samalla oven alapaa pois kiskon paalta.
<] Huom. AlA riko tiivisteita.

5. Laske ovea alaspain, jolloin ylapaa
vapautuu.

6. Varastoi ovi pystyasentoon tukevalle
ja puhtaalle alustalle suojattuun tilaan. Oikea asentol
7. Takaisin asennus tapahtuu
vastakkaisessa jarjestyksessa.

8. Muista tarkastaa lopuksi, etta kaikki
tiivisteet ovat asentuneet oikein ja ehjina.

Erityisesti oven alareunassa oleva tiiviste Kuva 1. Mikali ovilehdessé on alatiiviste.
(kuva 1)! Tarkastathan asennuksen yhteydessa,

ettd se on oikein paikoillaan.

Removing the door leaf

1. Open the door.

2. Put the handle in the up position.

3. Take off the plastic plates (1 & 2).

4, Lift the door leaf up and tilt the down
sash of the door away from the rail.

<J Do not damage the sealings..

5. Then take the door off carefully.

6. Store the door safely (clean place)
and the vertical position.

7. Door will be fasten in the opposite
order, Right position!
8. Check the sealings after installation
(picture 1)!

Picture 1. Check the sealings after
installation.
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